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Anma Basıncı (MPa) Basınç Testi (MPa) Conta Testi (MPa) Azami Sıcaklık (°C) Kullanılan Akış.

Su, Hava, Yağ

Performans Özellikleri

Boyutlar

Anma Çapı (inch) DN Boyut (mm) Civata Ekseni Yükseklik

1 1/2" 40 140 110 190
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CE 2354

PED 97/23 EC / III MODULE H

ISO 9001-2008 AD 2000 - W 0

MANUFACTURING QUALIFIED CERTIFICATEQUALITY MANAGEMENT SYSTEM

FIRE SAFE GOSTFIRE SAFE

ALL PRODUCTSBALL VALVES - CAST STEEL PISTON VALVES - CAST STEEL

TPED 99 36

TRANSPORTABLE PRESSURE

Piston Valves DN15 - DN50

Balanced Piston Valves DN65 - DN200

Y SetsX - GT Ring DN15 - DN200

Bellows Sealed Globe Valves DN15 - DN300

Globe Valves DN15 - DN300

Boiler Blowdown Valves DN32 - DN50

T Type Strainers DN15 - DN300

Y Type Strainers DN15 - DN500

Expansion Joints DN25 - DN2500

Manometer Cocks 1/2''

Ball Valves (for natural gas) D 15 - DN 00N 4

Ball Valves Monoball DN15 - DN100

Check Valves DN15 - DN300

Disc Check Valves D 25 - DN100N

Dual Plate Check Valves DN40 - DN400

Butterfly Valves DN32 - DN500

YAKACIK VALF Products

Address: NCumhuriyet Mh. Abdi Ipekçi Cd. o:2
34876 akacık / Kartal / İstanbul / TurkeyY
Phone: +90 216 309 72 50 (Pbx)  Fa : +90  216 377 98 01x

Cryogenic Valves DN15 - DN50

Level Gauges PBR - UPR - UPTY Y Y

Transparent Gauge Glass

Safety Valves DN 20 32 - DN 100 150x x

Fire Hydrants DN80 - DN150
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YAKACIK VALF Products

YAKACIK VALF A.Ş.

Cryogenic Valves DN15 - DN50
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Transparent Gauge Glass
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Disc Check Valves

Dual Plate Check Valves
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facebook/yakacikvalf twitter/yakacikvalf

EQUIPMENT DIRECTIVE

Ball Valves DN15 - DN 004Ball Valves DN15 - DN 004


